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POLYMERS FOR OVERLAY SYSTEMS 

 

Specification Reference: 738-B-297        SM Material Code 722M00050  

    

 

 The epoxy polymer used in multi-layer type concrete bridge deck overlay shall be a 

two component material consisting of an epoxy resin base and hardener in accordance with 

ASTM C881, Type III, Grade 1, Class C and the INDOT exceptions.     

 

 

Source      Manufacturer                              Approval      Comments 

 Code           Product Name                                    Number                  

 

 

9573     CORNERSTONE CONSTRUCTION MATERIAL, LLC------------------W188010 

     CE330 EPOXY BINDER       

     

7201      E-BOND EPOXIES, INC. -----------------------------------W188011 

 E-BOND 526  

 

9574     E-CHEM, LLC. -------------------------------------------W188020 

 EP50-OVERLAY  

    

9574      E-CHEM, LLC. -------------------------------------------W188012 

     EPX50-OVERLAY 

 

9581     MAPEI CORP. --------------------------------------------W188013 

     PLANISEAL TRAFFIC COAT  

 

9581     MAPEI CORP. --------------------------------------------W188019 

     PLANISEAL TRAFFIC COAT FS 

    

9509      OLIN-EPOXY-POLY-CARB, INC. -----------------------------W188014 

 MARK-154 SAFE-T-GRID  

 

9509      OLIN-EPOXY-POLY-CARB, INC. -----------------------------W188014 

 MARK-154 SAFE-T-GRID 

     

9585      POLY-TUFF SYSTEMS INTERNATIONAL ------------------------W208033 

     E-TUFF 7097 

       

9514     SIKA CORP ----------------------------------------------W188016 

     SIKADUR 22 LM 

       

9514     SIKA CORP ----------------------------------------------W188017 

     SIKADUR 22 LM FS 

           

9566      UNITEX BY DAYTON SUPERIOR ------------------------------W188018 

               PRO-POXY TYPE III D.O.T.                                                           


